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Federal Railroad Administration, DOT § 223.5 

[71 FR 47634, Aug. 17, 2006, as amended at 73 FR 79702, Dec. 30, 2008. Redesignated at 74 FR 
46394, Sept. 9, 2009; 77 FR 24420, Apr. 24, 2012] 

PART 223—SAFETY GLAZING 
STANDARDS—LOCOMOTIVES, 
PASSENGER CARS AND CA-
BOOSES 

Subpart A—General 
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AUTHORITY: 49 U.S.C. 20102–20103, 20133, 
20701–20702, 21301–21302, 21304; 28 U.S.C. 2461, 
note; and 49 CFR 1.49. 

Subpart A—General 

§ 223.1 Scope. 
This part provides minimum require-

ments for glazing materials in order to 
protect railroad employees and rail-
road passengers from injury as a result 
of objects striking the windows of loco-
motives, caboose and passenger cars. 

[44 FR 77352, Dec. 31, 1979] 

§ 223.3 Application. 
(a) This part applies to railroads that 

operate rolling equipment on standard 
gauge track that is a part of the gen-
eral railroad system of transportation. 

(b) This part does not apply to— 
(1) Locomotives, cabooses, and pas-

senger cars that operate only on track 
inside an installation that is not part 
of the general railroad system of trans-
portation; 

(2) Rapid transit operations in an 
urban area that are not connected with 
the general railroad system of trans-
portation. 

(3) Locomotives, passenger cars and 
cabooses that are historical or anti-
quated equipment and are used only for 
excursion, educational, recreational 
purposes or private transportation pur-
poses. 

(4) Locomotives that are used exclu-
sively in designated service as defined 
in § 223.5(m). 

[44 FR 77352, Dec. 31, 1979, as amended at 53 
FR 28600, July 28, 1988] 

§ 223.5 Definitions. 
As used in this part— 
Administrator means the Adminis-

trator of the Federal Railroad Admin-
istration or the Administrator’s dele-
gate. 

Caboose means a car in a freight train 
intended to provide transportation for 
crewmembers. 

Certified glazing means a glazing ma-
terial that has been certified by the 
manufacturer as having met the test-
ing requirements set forth in Appendix 
A of this part and that has been in-
stalled in such a manner that it will 
perform its intended function. 

Designated service means exclusive op-
eration of a locomotive under the fol-
lowing conditions: 

(1) The locomotive is not used as an 
independent unit or the controlling 
unit is a consist of locomotives except 
when moving for the purpose of serv-
icing or repair within a single yard 
area; 

(2) The locomotive is not occupied by 
operating or deadhead crews outside a 
single yard area; and 

(3) The locomotive is stenciled ‘‘Des-
ignated Service—DO NOT OCCUPY’’. 

Emergency window means the seg-
ment of a side-facing glazing panel 
that has been designed to permit rapid 
and easy removal from inside a pas-
senger car in an emergency situation. 

End facing glazing location means any 
location where a line perpendicular to 
the plane of the glazing material 
makes a horizontal angle of 50 degrees 
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